HT-2C High-temperature oxidization resistance, anti-zeizing Carbon and low-alley steels, cast iron ALSi-B 300850 20..100 i to 550 400._._450 4145
HT-2T High-temperature oxidization re=istance, anti-zeizing Ti-allows Al 300._..850 20..100 nr to 900 400.._450 4145
HE ngh-t&mpergtl..lre oxidation reststa.lnce. currusmp resigtance, [Carbon and low-alloy sten.als. ztainkess or 250, 1000 5 a3 ik to 85D 12001500 715 7% Low and medium carbon steel must bg carburl.zeu.j before coating. Heat treatment
anti-seizing, surface hardening, wear resistance steels and cast iron after coating permissible
HE- AN ngh—tempergtl..lre oxidation reststa.lnce. currusmp resistance, [Carbon and low-alloy sten.als. stainless] Cr 2501000 5 ag i t0 550 16001200 . Low and medium carbon steel must bg carbun‘zeu‘:l before coating. Heat treatment
anti-seizing, surface hardening, wear resistance steels and cast iron after coating permissible
HC2 BUth et i b FicaThiE it sea et Carbon and low-alloy sten.als. stainless| v 2501000 3 43 o to 850 2000-3500 . Low and medium carbon steel must bg c&rbun‘zeu‘:l before coating. Heat treatment
steels and cast iron after coating permissible
HC3 e e e e e ICarbon and low-alloy st&n.:ls. stainless) Cr oV A0 1000 £ ag i = 1900, 2400 sl Low and medium carbon steel must b? carbu FIIZEl.i before coating. Heat treatment
steels and cast iron after coating permissible
HC-4 Anti-seizing, surface hardening, wear resistance Tiallows Si 850 10...35 nir n/r 640...725 57.5..61
HC-5 Anti-seizing, surface hardening, wear resistance Stainless Steels, Ni-allows ALSi-B 200...850 10...80 nir to 900 T700...800 60...64
TH-1 Anti-zeizing, surface hardening, wear resistance Metalz, alloys and ceramics TN 200_.900 210 nr to 00 ~ 1300 S
THT-1 Anti-zeizing, surface hardening, wear resistance Ti-allows TN 300._..900 210 nr to 500 ~ 1300 it
TAN-1 Anti-zeizing, surface hardening, wear resistance Metalz, alloys and ceramics TARN B00_..900 210 nr to 800 ~ 2000 o
SH-1 Pre-coating for anti-friction MoS52 coating Aust. S5t Steels Si S00...900 10...30 nir il 640...725 57.5...61

Reference *) Together with topcoat - to 2500 hrs and more




